


Grades NSA STSA OAN
Tint

Strength
Sieve

Residue
Ash

ASTM
Method

D6556 D6556 D2414 D3265 D1514 D1506

Unit m/g m/g cc/100g %ITRB ppm %

P353 35 33 90 60 45 0.4

P824 71 69 100 101 40 0.3

P8242 71 69 102 102 90 0.4

P842 77 75 71 110 90 0.5

PC501* 37 36 124 57 4 0.07

PC502* 69 67 142 - 6 0.07

PC503* 124 112 117 114 12 0.07

PC505* 67 65 145 - 6 0.06

PF401* 111 97 103 106 12 0.06

PF402* 119 109 100 117 12 0.08

PF606* 127 116 96 118 5 0.05

PP801* 73 70 101 100 12 0.09

**PP802* 109 96 99 105 12 0.06

PP803* 88 86 100 103 12 0.02

PP805 30 29 67 60 3 0.2

PP131* 121 109 111 117 22 0.3

PP1201* 117 102 105 112 12 0.15

PI101* 65 65 44 102 20 0.2

PI103 79 76 66 115 20 0.2

PI103i 79 76 55 115 30 0.2

PI109* 52 51 43 95 15 0.15

PI137* 133 128 56 130 30 0.2

REPRESENTATIVE VALUES

*EC 10/2011 Compliant
**U.S. FDA Compliant
  #325
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 TYPICAL APPLICATIONS/GUIDELINES
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